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A B S T R A C T 
 
Particulate fillers are of considerable interest, not only from an economic 
viewpoint, but as modifiers especially the physical properties of the polymer. A 
notable advance in the polymer industry has been the use of fiber and 
particulate fillers as reinforcements in polymer matrix. Over the last few 
decades, the considerable attention has been devoted towards wood dust filled 
polymer composites due to its many advantages. These include mainly the 
improved environmental performance, due to the use of biodegradable 
materials and the reduction in the use of non-renewable (oil based) resources 
throughout the whole life cycle of the composite; the low cost of wood flour; 
the lower specific weight of these fillers, in comparison to the traditional 
mineral-inorganic ones; the improvement in safety for the production 
employees and the special aesthetic properties of the composites. Although 
there are several reports in the literature which discuss the mechanical 
behavior of wood/polymer composites, however, very limited work has been 
done on effect of wood dust fillers on mechanical behavior glass fiber based 
polymer composites. Against this background, the present research work has 
been undertaken, with an objective to explore the potential utilization of wood 
dust filler as a reinforcing material in polymer composites and to investigate its 
effect on the mechanical behaviour of the resulting composites. Finally, the 
SEM analysis has been made on fractured surfaces of composites after 
different tests.  
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CHAPTER 1 
                                                                                                                                              
INTRODUCTION 
 
 
1.1. Composite Overview 
Owing to their excellent mechanical properties, composite materials have been 
widely used throughout the last four decades. A composite material is defined 
as a combination of two or more materials that results in better properties than 
when the individual components are used alone. As opposed to metal alloys, 
each material retains its separate chemical, physical and mechanical properties, 
etc. Composite materials are consisting of one or more discontinuous phases 
embedded in a continuous phase. The discontinuous phases are usually harder 
and stronger than the continuous phases and are called the ‘reinforcements‘ or 
‘reinforcing materials’, whereas the continuous phase is termed as the ‘ matrix’ 
which is more ductile and less hard. The reinforcements serve to strengthen the 
composites and improve the overall mechanical properties of the matrix. 
Properties of composites are strongly dependent on the properties of their 
constituent materials, their distribution and the interaction among them. The 
composite properties may be the volume fraction sum of the properties of the 
constituents or the constituents may interact in a synergistic way resulting in 
improved or better properties. Apart from the nature of the constituent 
materials, the geometry of the reinforcement (shape, size and size distribution) 
influences the properties of the composite to a great extent. The concentration 
distribution and orientation of the reinforcement also affect the properties. The 
interface has characteristics that are not depicted by any of the component in 
isolation. The interface is a bounding surface or zone where a discontinuity 
occurs, whether physical, mechanical, chemical etc. The matrix material must 
“wet” the fibre. To obtain desirable properties in a composite, the applied load 
should be effectively transferred from the matrix to the fibres via the interface. 
This means that the interface must be large and exhibit strong adhesion 
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between fibres and matrix. Failure at the interface (called debonding) may or 
may not be desirable. 
 
1.2. Composite Types 
Composites can classify on the basis of the type of matrix employed in them-
for example, polymer matrix composites, metal matrix composites and ceramic 
matrix composites. The details of these types are discussed below: 
(a) Metal Matrix Composites  
A composite material consisting of metal as matrix is called metal matrix 
composites. It have many advantages over monolithic metals like higher 
specific strength and modulus, lower coefficient of thermal expansion and 
better properties at elevated temperatures. Due to their above advantages, metal 
matrix composites are under consideration for wide range of applications viz. 
combustion chamber nozzle (in rocket, space shuttle), tubing, cables, heat 
exchangers, structural members, housings etc.  
 
(b) Ceramic matrix Composites  
If the matrix material is ceramic, then the composite is called ceramic matrix 
composite. One of the main objectives in producing ceramic matrix composites 
is to increase the toughness. Naturally it is hoped and indeed often found that 
there is a concomitant improvement in strength and stiffness of ceramic matrix 
composites. The most commonly used matrix materials are SiC, Al2O3 etc. 
 
(c) Polymer Matrix Composites  
Most commonly used matrix materials are polymeric. The reasons for this are 
twofold. In general the mechanical properties of polymers are inadequate for 
many structural purposes. In particular their strength and stiffness are low 
compared to metals and ceramics. These difficulties are overcome by 
reinforcing other materials with polymers. Secondly the processing of polymer 
matrix composites need not involve high pressure and doesn’t require high 
temperature. Also equipments required for manufacturing polymer matrix 
composites are simpler. For this reason polymer matrix composites developed 
rapidly and soon became popular for structural applications. 
4 
 
The composite may also classify on the basis of the type of reinforcement the 
employ such as particulate reinforced composites and fiber reinforced 
composites. The details have been discussed below: 
 
 Particulate Reinforced Composites 
If the reinforcement in composite material is in the form particle then the 
composite material is called particulate reinforced Composites. It may be 
spherical, cubic, tetragonal, a platelet, or of other regular or irregular shape, but 
it is approximately equiaxed. In general, particles are not very effective in 
improving fracture resistance but they enhance the stiffness of the composite to 
a limited extent. Particle fillers are widely used to improve the properties of 
matrix materials such as to modify the thermal and electrical conductivities, 
improve performance at elevated temperatures, reduce friction, increase wear 
and abrasion resistance, improve machinability, increase surface hardness and 
reduce shrinkage. Also, in case of particulate reinforced composites the particle 
can be either randomly oriented or preferred oriented.  
 
 Fibrous Reinforced Composite 
If the reinforcement is in the form of fiber, then the composite material is 
called fibrous reinforced romposite. A fiber is characterized by its length being 
much greater compared to its cross-sectional dimensions. The dimensions of 
the reinforcement determine its capability of contributing its properties to the 
composite. Fibers are very effective in improving the fracture resistance of the 
matrix since a reinforcement having a long dimension discourages the growth 
of incipient cracks normal to the reinforcement that might otherwise lead to 
failure, particularly with brittle matrices. Man-made filaments or fibers of non 
polymeric materials exhibit much higher strength along their length since large 
flaws, which may be present in the bulk material, are minimized because of the 
small cross-sectional dimensions of the fiber. In the case of polymeric 
materials, orientation of the molecular structure is responsible for high strength 
and stiffness. Again composites with long fibers are called continuous fiber 
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reinforced composites and those with short fibers, discontinuous fiber 
reinforced composites. The continuous fibers in single layer composites may be 
all aligned in one direction to form a unidirectional composite. Such 
composites are fabricated by laying the fibers parallel and saturating them with 
resinous material. The bidirectional reinforcement may be provided in a single 
layer in mutually perpendicular directions as in a woven fabric. The 
bidirectional reinforcement may be such that the strengths in two perpendicular 
directions are approximately equal. The orientation of discontinuous fibers 
cannot be easily controlled in a composite material. So fibers can be either 
randomly oriented or preferred oriented. In most cases the fibers are assumed 
to be randomly oriented in the composites. However, in the injection molding 
of a fiber reinforced polymer, considerable orientation can occur in the flow 
direction and which a case of preferred oriented fibers in the composites. 
 
In a fiber reinforced composite, the fibers carry the bulk load and the matrix 
serves as the medium for the transfer of the load. Addition of filler materials, 
further improves the functional properties of these composites. Such a multi-
component composite system consisting of matrix, fiber and particulate filler is 
called a hybrid composite. Applications of such structures are observed in 
aircraft components, offshore and marine, industrial, military and defense, 
transportation, power generation etc. The filler materials include organic, 
inorganic and metallic particulate materials in both micro and nano sizes. 
Various kinds of polymers and polymer matrix composites reinforced with 
metal particles have a wide range of industrial applications. These engineering 
composites are desired due to their low density, high corrosion resistance, ease 
of fabrication, and low cost. Similarly, ceramic filled polymer composites have 
been the subject of extensive research in last two decades. The inclusion of 
inorganic fillers into polymers for commercial applications is primarily aimed 
at the cost reduction and stiffness improvement. Along with fiber reinforced 
composites, the composites made with particulate fillers have been found to 
perform well in many industrial applications. 
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1.3. Fiber Reinforced Polymer Composites 
Polymer composite materials have generated wide interest in various 
engineering fields, particularly in aerospace applications. Research is underway 
worldwide to develop newer composites with varied combinations of fibers and 
fillers so as to make them useable under different operational conditions. 
Although extensive work has been reported in the literature on the mechanical 
behaviour of fiber reinforced polymer composites, however, very limited work 
has been done on effect of filler content on mechanical behaviour of glass fiber 
reinforced epoxy composites. Against this background, the present research 
work has been undertaken, with an objective to explore the potential of wood 
dust as particulate filler in glass fiber based epoxy composites and to 
investigate its effect on the mechanical behaviour of the resulting composites.  
 
***** 
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CHAPTER 2 
                                                                                                                                             
LITERATURE SURVEY   
 
 
This chapter outlines some of the recent reports published in literature on 
mechanical behaviour of polymer matrix composites with special emphasis on 
the particulate filled polymer composites.  
 
The polymers have replaced many of the conventional metals/materials in 
various applications over the past few decades. This is owing to the advantages 
of polymers over conventional materials such as ease of processing, 
productivity, cost reduction etc. Research is underway worldwide to develop 
newer composites with varied combinations of fibers and fillers so as to make 
them useable under different operational conditions. In most of these 
applications, the properties of polymers are modified using fillers and fibers to 
suit the high strength/high modulus requirements. A notable advance in the 
polymer industry has been the use of fiber and particulate fillers as 
reinforcements in polymer matrix. Particulate fillers are of considerable 
interest, not only from an economic viewpoint, but as modifiers especially the 
physical properties of the polymer. It is well documented in the literature that 
majority fillers have a positive influence on mechanical properties.  
 
Hard particulate fillers consisting of ceramic or metal particles and fiber fillers 
made of glass are being used these days to dramatically improve the properties 
of composite materials, even up to three orders of magnitude [1]. Various kinds 
of polymers and polymer matrix composites reinforced with metal particles 
have a wide range of industrial applications such as heaters, electrodes [2], 
composites with thermal durability at high temperature [3] etc.  These 
engineering composites are desired due to their low density, high corrosion 
resistance, ease of fabrication and low cost [4-6].  Similarly, ceramic filled 
polymer composites have been the subject of extensive research in last two 
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decades. The inclusion of inorganic fillers into polymers for commercial 
applications is primarily aimed at the cost reduction and stiffness improvement 
[7, 8]. Along with fiber-reinforced composites, the composites made with 
particulate fillers have been found to perform well in many real operational 
conditions. When silica particles are added into a polymer matrix to form a 
composite, they play an important role in improving electrical, mechanical and 
thermal properties of the composites [9, 10]. Currently, particle size is being 
reduced rapidly and many studies have focused on how single-particle size 
affects mechanical properties [11-17]. The shape, size, volume fraction, and 
specific surface area of such added particles have been found to affect 
mechanical properties of the composites greatly. In this regard, Yamamoto et 
al. [18] reported that the structure and shape of silica particle have significant 
effects on the mechanical properties such as fatigue resistance, tensile and 
fracture properties. Nakamura et al. [19-21] discussed the effects of size and 
shape of silica particle on the strength and fracture toughness based on particle-
matrix adhesion and also found an increase of the flexural and tensile strength 
as specific surface area of particles increased.   
 
In the literature, many works devoted to the mechanical properties of natural 
fibres from micro to nano scales are available. In these, the effects of 
reinforcement of matrix (thermoplastic starch) by using cellulose whiskers, 
commercial regenerated cellulose fibres are also proposed. A number of 
investigations have been conducted on several types of natural fibers such as 
kenaf, hemp, flax, bamboo, and jute to study the effect of these fibers on the 
mechanical properties of composite materials [22-25]. Mansur and Aziz [24] 
studied bamboo-mesh reinforced cement composites, and found that this 
reinforcing material could enhance the ductility and toughness of the cement 
matrix, and increase significantly its tensile, flexural, and impact strengths. A 
pulp fiber reinforced thermoplastic composite was investigated and found to 
have a combination of stiffness increased by a factor of 5.2 and strength 
increased by a factor of 2.3 relative to the virgin polymer [25]. Information on 
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the usage of banana fibers in reinforcing polymers is limited in the literature. In 
dynamic mechanical analysis, Laly et al. [26] have investigated banana fiber 
reinforced polyester composites and found that the optimum content of banana 
fiber is 40%. Mechanical properties of banana–fiber–cement composites were 
investigated physically and mechanically by Corbiere-Nicollier et al. [27]. It 
was reported that kraft pulped banana fiber composite has good flexural 
strength. In addition, short banana fiber reinforced polyester composite was 
studied by Pothan et al. [28]; the study concentrated on the effect of fiber 
length and fiber content. The maximum tensile strength was observed at 30 mm 
fiber length while maximum impact strength was observed at 40 mm fiber 
length. Incorporation of 40% untreated fibers provides a 20% increase in the 
tensile strength and a 34% increase in impact strength. Joseph et al. [29] tested 
banana fiber and glass fiber with varying fiber length and fiber content as well.  
Luo and Netravali [30] studied the tensile and flexural properties of the green 
composites with different pineapple fibre content and compared with the virgin 
resin. Sisal fibre is fairly coarse and inflexible. It has good strength, durability, 
ability to stretch, affinity for certain dyestuffs, and resistance to deterioration in 
seawater. Sisal ropes and twines are widely used for marine, agricultural, 
shipping, and general industrial use. Belmeres et al. [31] found that sisal, 
henequen, and palm fibre have very similar physical, chemical, and tensile 
properties. Cazaurang et al. [32] carried out a systematic study on the 
properties of henequen fibre and pointed out that these fibres have mechanical 
properties suitable for reinforcing thermoplastic resins. Ahmed et al. [33] 
carried out research work on filament wound cotton fibre reinforced for 
reinforcing high-density polyethylene (HDPE) resin. Khalid et al. [34] also 
studied the use of cotton fibre reinforced epoxy composites along with glass 
fibre reinforced polymers. Fuad et al. [35] investigated the new type wood 
based filler derived from oil palm wood flour (OPWF) for bio-based 
thermoplastics composites by thermo-gravimetric analysis and the results are 
very promising. Schneider and Karmaker [36] developed composites using jute 
and kenaf fibre and polypropylene resins and they reported that jute fibre 
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provides better mechanical properties than kenaf fibre. Sreekala et al. [37] 
performed one of the pioneering studies on the mechanical performance of 
treated oil palm fiber-reinforced composites. They studied the tensile stress-
stain behavior of composites having 40% by weight fiber loading. Isocyanante-
, silane-, acrylated, latex coated and peroxide-treated composite withstood 
tensile stress to higher strain level. Isocyanate treated, silane treated, acrylated, 
acetylated and latex coated composites showed yielding and high extensibility. 
Tensile modulus of the composites at 2% elongation showed slight 
enhancement upon mercerization and permanganate treatment. The elongation 
at break of the composites with chemically modified fiber was attributed to the 
changes in the chemical structure and bondability of the fiber. Alkali treated 
(5%) sisal-polyester biocomposite showed about 22% increase in tensile 
strength [38]. Ichazo et al. [39] found that adding silane treated wood flour to 
PP produced a sustained increase in the tensile modulus and tensile strength of 
the composite. Joseph and Thomas [40] studied the effect of chemical 
treatment on the tensile and dynamic mechanical properties of short sisal 
fiberreinforced low density polyethylene composites. It was observed that the 
CTDIC (cardanol derivative of toluene diisocyanate) treatment reduced the 
hydrophilic nature of the sisal fiber and enhanced the tensile properties of the 
sisal-LDPE composites. They found that peroxide and permanganate treated 
fiber-reinforced composites showed an enhancement in tensile properties. They 
concluded that with a suitable fiber surface treatment, the mechanical 
properties and dimensional stability of sisal-LDPE composites could be 
improved. Mohanty et al. [41] studied the influence of different surface 
modifications of jute on the performance of the biocomposites. More than a 
40% improvement in the tensile strength occurred as a result of reinforcement 
with alkali treated jute. Jute fiber content also affected the biocomposite 
performance and about 30% by weight of jute showed optimum properties of 
the biocomposites.  
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The use of wood dust filled polymer composites has been considerably studied 
both from a scientific and a commercial point of view over the last decades, as 
these materials are particularly attractive for their reduced environmental 
impact and the globally pleasant aesthetical properties. They have many 
advantages includes biodegradability, non-abrasive during processing, ease of 
handling and widespread availability etc. There are some researches about the 
influence of the filler and its size over the mechanical and physical properties 
of wood-flour reinforced thermoplastics [42, 43]. It has been observed that the 
elongation at break and the impact strength of the composites decrease with the 
addition of filler independently of its size. The behavior of the tensile modulus 
and the tensile strength seems to depend on the shape of the particles. This 
behavior can improve with the load as the aspect ratio does so. Although there 
are several reports in the literature which discuss the of wood/polymer 
composites [44, 45, 46, 47], however, very limited work has been done on 
effect of wood dust on mechanical behaviour of glass fiber reinforced polymer 
composites.  
 
In view of the above, the present work is undertaken to investigate the 
mechanical behaviour of glass fiber based polymer composites filled with sal 
wood dust. The objectives of this work include fabrication of a new class of 
low cost composites using wood dust as the reinforcing filler with an objective 
to improve the mechanical properties of composites.  
 
2.1 Objectives of the Research Work  
The objectives of the project are outlined below. 
• To develop a new class of polymer matrix composites filled with both 
particulate filler (wood dust) and fiber (glass fiber).  
• To study the effect of filler content on mecjanical behaviour of glass 
fiber reinforced epoxy composites. 
• Evaluation of mechanical properties such as: tensile strength, flexural 
strength, tensile modulus, micro-hardness, impact strength etc. 
****** 
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CHAPTER 3 
                                                                                                                                             
MATERIALS AND METHODS     
 
  
This chapter describes the details of processing of the composites and the 
experimental procedures followed for their characterization evaluation. The 
raw materials used in this work are  
1. E-glass Fibre  
2. Epoxy resin 
3. Sal wood dust 
4. Hardener 
 
3.1. Specimen preparation 
Cross plied E-glass fibres are reinforced in epoxy resin to prepare the 
composite. The composite slabs are made by conventional hand-lay-up 
technique. Sal wood dust (Figure 3.1) is used as particulate filler in this 
composite because sal wood is abundantly available in India. Wood dust is 
collected from local supplier is sieved to obtain particle size in the range 300 
µm. The low temperature curing epoxy resin (LY 556) and corresponding 
hardener (HY951) are mixed in a ratio of 10:1 by weight as recommended. 
Epoxy LY 556 resin is chemically belonging to the ‘epoxide’ family and its 
common name is Bisphenol A Diglycidyl Ether. The epoxy resin and the 
hardener are supplied by Ciba Geigy India Ltd. Composites of three different 
compositions (0 wt%, 10 wt% and 20 wt% alumina filling) are made and the 
fiber loading (weight fraction of glass fiber in the composite) is kept at 50% for 
all the samples. The castings are put under load for about 24 hours for proper 
curing at room temperature. The designations of these composites are given in 
Table 3.1. The mix is stirred manually to disperse the fibres in the matrix. The 
cast of each composite is cured under a load of about 50 kg for 24 hours before 
it removed from the mould. Then this cast is post cured in the air for another 24 
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hours after removing out of the mould. Specimens of suitable dimension are cut 
using a diamond cutter for mechanical testing.        
 
Figure 3.1 Sal wood dust 
 
Table 3.1 Designation of Composites 
Composites Compositions 
C1 Epoxy (50 wt%) + Glass fiber (50 wt%) + Wood dust (0 wt%) 
C2 Epoxy (50 wt%) + Glass fiber (50 wt%) + Wood dust (5 wt%) 
C3 Epoxy (50 wt%) + Glass fiber (50 wt%) + Wood dust (10 wt%) 
 
3.2. Mechanical Testing 
After fabrication the test specimens were subjected to various mechanical tests 
as per ASTM standards. The tensile test and three-point flexural tests of 
composites were carried out using Instron 1195. The tensile test is generally 
performed on flat specimens. A uniaxial load is applied through both the ends. 
The ASTM standard test method for tensile properties of fiber resin composites 
has the designation D 3039-76. Micro-hardness measurement is done using a 
Leitz micro-hardness tester. A diamond indenter, in the form of a right pyramid 
with a square base and an angle 1360 between opposite faces, is forced into the 
material under a load F. The two diagonals X and Y of the indentation left on 
the surface of the material after removal of the load are measured and their 
arithmetic mean L is calculated. In the present study, the load considered F = 
24.54N. Low velocity instrumented impact tests are carried out on composite 
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specimens. The tests are done as per ASTM D 256 using an impact tester. The 
charpy impact testing machine has been used for measuring impact strength. 
Figure 3.2 shows the tested specimens for tensile, flexural, impact and hardness 
test respectively. Figure 3.3 shows the experimental set up and loading 
arrangement for the specimens for tensile and three point bend test. 
 
 
(a) 
 
       (b) 
 
(c) 
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(d) 
Figure 3.2 Tested specimens 
 
    
Figure 3.3 Experimental set up and loading arrangement for the specimens for 
tensile test and three points bend test. 
 
3.3. Scanning electron microscopy (SEM) 
The scanning electron microscope (SEM) JEOL JSM-6480LV (Figure 3. 4) 
was used to identify the tensile fracture morphology of the composite samples. 
The surfaces of the composite specimens are examined directly by scanning 
electron microscope JEOL JSM-6480LV. The samples are washed, cleaned 
thoroughly, air-dried and are coated with 100 Å thick platinum in JEOL sputter 
ion coater and observed SEM at 20 kV. Similarly the composite samples are 
mounted on stubs with silver paste. To enhance the conductivity of the 
samples, a thin film of platinum is vacuum-evaporated onto them before the 
photomicrographs are taken.
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Figure 3.4 SEM Set up 
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CHAPTER 4 
                                                                                                                                             
MECHANICAL CHARACTERISTICS OF 
COMPOSITES: RESULTS & DISCUSSIONS 
 
 
This chapter presents the mechanical properties of the wood dust filled glass 
fiber reinforced epoxy composites prepared for this present investigation. 
Details of processing of these composites and the tests conducted on them have 
been described in the previous chapter. The results of various characterization 
tests are reported here. This includes evaluation of tensile strength, flexural 
strength, impact strength and micro-hardness has been studied and discussed. 
The interpretation of the results and the comparison among various composite 
samples are also presented. 
 
4.1. Mechanical Characteristics of Composites  
The characterization of the composites reveals that the filler content is having 
significant effect on the mechanical properties of composites. The mechanical 
properties of the composites with different filler content under this 
investigation are presented in Table 4.1. 
Table 4. 1 Mechanical properties of the composites 
Composites Hardness 
(Hv) 
Tensile 
strength 
(MPa) 
Tensile 
modulus 
(GPa) 
Flexural 
strength 
(MPa) 
Impact 
energy 
(KJ/m2) 
C1 16.31 72.32 4.106 19.03 9.8 
C2 18.6 86.52 4.458 24.09 12.5 
C3 19.4 133.2 4.683 43.29 15.5 
 
4.1.1 Effect of filler content on Micro-hardness 
Figure 4.1 shows the influence of filler content on micro-hardness of wood dust 
filled glass fiber reinforced epoxy composites. From the figure it is clear that 
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filler content has significant influence over micro-hardness. With the filler 
content the micro-hardness value increases and reaches maximum up to 19.4 
Hv for filler up to 20 wt%.  
 
Figure 4.1 Effect of filler content on micro-hardness of the composites  
 
4.1.2. Effect of filler content on Tensile Properties 
The influence of filler content on tensile strengths and moduli are shown in 
Figures 4.2 and 4.3, respectively. It is seen that the tensile strength of the 
composite increases with increase in filler content. There can be two reasons 
for this increase in the strength properties of these composites compared.  One 
possibility is that the chemical reaction at the interface between the filler 
particles and the matrix may be too strong to transfer the tensile. From Figure 
4.3 it is clear that with the increase in fiber length the tensile moduli of the 
wood dust filled glass fiber reinforced epoxy composites increases 
significantly.  
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Figure 4.2 Effect of filler content
 
on tensile strength of composites 
 
 
Figure 4.3 Effect of filler content on tensile modulus of composites 
 
4.1.3. Effect of filler content on Flexural Strength 
Figure 4.4 shows the comparison of flexural strengths of the composites 
obtained experimentally from the bend tests. It is interesting to note that 
flexural strength increases with increase in filler content. This may be due to 
the good compatibility of filler and epoxy resin.  
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Figure 4.4 Effect of filler content on flexural strength of composites 
 
4.1.4 Effect of filler content on Impact Strength 
The impact energy values of different composites recorded during the impact 
tests are given in Table 4.1. It shows that the resistance to impact loading of 
wood dust filled glass fiber reinforced epoxy composites improves with 
increase in filler content as shown in Figure 4.5. High strain rates or impact 
loads may be expected in many engineering applications of composite 
materials. The suitability of a composite for such applications should therefore 
be determined not only by usual design parameters, but by its impact or energy 
absorbing properties. 
 
Figure 4.5 Effect of filler content on impact strength of composites 
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4.2. Surface morphology of the composites 
The fracture surfaces study of glass fiber reinforced epoxy resin filled with sal 
wood dust composites after the tensile test, flexural test and impact test has 
been shown in Figure 4.6. Figures 4.6a-b show the SEM of tensile failure 
surfaces of wood filled glass-epoxy composites with 0wt% to 10wt% at an 
interval of 5wt%of wood dust filler has been added. In the present work with 
increase in wood dust from unfilled to filled composites the tensile strength 
goes on increase. It can be seen that at 5wt% wood dust there is very high pull-
out of glass fiber on the fracture surface of the composite. The surfaces of 
composites show that failure occurred at the wood dust due to strong adhesion 
between dust and matrix (Figure 4.6a). However, the failure surface of other 
composites with slightly higher wood dust content i.e 10wt% shows higher 
tensile strength (Figure 4.6a) and from Figure 4.6b the tensile fracture is less as 
compared with 5wt% of wood dust composites.  
             
     (a)                                                               (b) 
            
     (c)                                                               (d) 
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     (e)                                                               (f) 
Figure 4.6 SEM of fracture surfaces of wood dust filled glass fiber reinforced 
epoxy composites. 
 
Under a flexural strength loading situation, the fillers apparently aid the load 
bearing capability of a composite, rather than act as stress raiser as is the case 
in tensile loading. This is due to compressive stresses tends to close cracks on 
the upper surface of the composites and flaws that are perpendicular to the 
applied stress, contrary to the crack opening mechanism occurring in a tensile 
loading situation [48, 49].It is well known that bearing failure occurs in the 
material immediately adjacent to the contact area between the fastener and the 
laminate and is caused primarily by compressive stresses acting on the hole 
surface. At higher weight fractions of wood dust particle, the poor interface 
bonding or adhesion between the wood dust and the epoxy resin matrix, or the 
presence of a large agglomerate phase in the matrix may occur and cause the 
lower bearing strengths [48, 49]. The presence of agglomeration in the 
composites obviously deteriorates their mechanical properties. Agglomerations 
may easily happen for smaller particles at higher filler contents due to the 
reduced inter particle distance [48]. Agglomerates are weak points in the 
material and break fairly easily when stress is applied. Broken agglomerate 
then behaves as a strong stress concentrator. However, as per literature 
available above generally inclution of filler material in the base matrix form 
weak interfacial bond, but by addition of sal wood dust the bonding between 
wood dust and epoxy matrix shows strong interfacial strength as shown in Fig. 
4.6c. On further addition of wood dust in the base matrix the flexural strength 
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increases further as shown in Figure 4. 6d. Also, the composite specimens with 
10wt.% wood dust content have higher bearing strength than that of the 
composite specimens with 5 wt.% wood dust particle content and unfilled 
composite specimens. This is probably due to the lower void content of the 
composite specimens with 10wt.%wood dust particle content. It is well known 
that high void content have negative effects on the mechanical properties of 
composite materials [50]. 
 
Figures 4.6e and f show SEM graphs of impact fractured surfaces of wood dust 
epoxy composites. The impact strength of composite goes on increasing with 
the increase in wood dust content. Also, some fiber traces are visible in case of 
wood dust composite and more amounts of wood dusts and epoxy matrix 
removed out from the composite surface. This is evidence of poor interface 
bonding at 5wt% of wood dust. In further addition of wood dust in the base 
matrix, there is less pronounced plastic deformation of the surrounding matrix 
involved as shown in Figure 4.6f. It is well known that the interface between 
the polymer Matrix and the wood dust content plays a major role in enhancing 
the properties of composites. In fact, when particulate wood dust filler is 
dispersed into glass epoxy composites, the impact strength, tensile strength and 
flexural strength are increases with the increase in wood dust content. 
Therefore, from the above micro structural analysis it can be concluded that sal 
wood dust can be used as potential filled material in polymer composites for 
structural applications.   
 
 
 
****** 
 
 
27 
 
 
 
 
 
 
 
 
Chapter 5 
 
CONCLUSIONS 
 
 
 
 
 
 
 
 
 
 
 
 
 
28 
 
CHAPTER 5 
                                                                                                                                              
 CONCLUSIONS 
 
 
The present investigations of mechanical behaviour of wood dust filled glass 
fiber reinforced epoxy composites leads to the following conclusions: 
 In the present research work, glass fiber reinforced epoxy composites 
filled with wood dust filler has been successful fabricated by simple 
hand lay-up technique.  
 It has been noticed that the mechanical properties of the composites 
such as micro-hardness, tensile strength, flexural strength, impact 
strength etc. of the composites are also greatly influenced by the filler 
content  
 The morphology of fractured surfaces is examined by using SEM after 
various testing. From this study it has been concluded that the good 
interfacial bonding is responsible for higher mechanical properties. 
 
5.1. Scope for Future Work  
This work leaves a wide scope for future investigators to explore many other 
aspects of particulate filled composites. This work can be further extended to 
study other aspects of such composites like effect of other types of fillers, filler 
size, loading pattern etc. on mechanical behavior of wood dust filled polymer 
composites and the resulting experimental findings can be similarly analyzed. 
 
****** 
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